
BEWEHRUNGSTECHNIK VERBINDUNGSTECHNIKBEFESTIGUNGSTECHNIK MONTAGETECHNIK

JORDAHL® Ankerschienen JTA 
Leistungserklärung DOP-JTA-0118
Declaration of Performance DOP-JTA-0118

FASSADENBEFESTIGUNG

Ankerschienen

01.09.2018



w
w

w
.jo

rd
ah

l-g
ro

up
.c

om

Inhalt

DLeistungserklärung 
JORDAHL® Ankerschienen JTA und Schrauben 3

EDeclaration of Performance 
JORDAHL® Anchor Channels JTA and T-bolts 19

NPrestatieverklaring 
JORDAHL® Ankerrails JTA en Bouten 5

FDéclaration des Performances 
JORDAHL® Rails d‘ancrage JTA et boulons 6

SDeclaración de rendimiento 
Raíles de anclaje JORDAHL® JTA y tornillos 7

IDichiarazione di prestazione 
JORDAHL® Profili di ancoraggio JTA e bulloni 8

   Declaração de desempenho 
Calhas de ancoragem JORDAHL® JTA e parafusos 9

PDeklaracja właściwości użytkowych 
Szyny kotwiące JORDAHL® JTA i śruby 10

   Prohlášení o vlastnostech 
JORDAHL® Kotevní kolejnice JTA a šrouby 11

   Teljesítmény nyilatkozat 
JORDAHL® ankersínek JTA és csavarok 12

   Declaraţie de performanţă 
Șine de ancorare JORDAHL® JTA și Șuruburi 13

   Izjava o lastnostih 
Sidrne palice JORDAHL® JTA in vijaki 14

   Izjava o svojstvima 
JORDAHL® C-profili sa sidrenim moždanicima JTA i vijci         15

   Prestandadeklaration 
JORDAHL® Ankarskenor JTA och skruvar 16

   Suoritustasoilmoitus 
Ankkurikiskot JORDAHL® JTA JTA ja ruuvit 17

   Ydeevnedeklaration 
JORDAHL® ankerskinner JTA og bolte 18



w
w

w
.jo

rd
ah

l-g
ro

up
.c

om

3

Information CPR EN   Florian Julier                                                                                   Page 1 of 1
  27.06.13

Leistungserklärung
JORDAHL® Ankerschienen JTA und Schrauben

1. Eindeutiger Kenncode des Produkttyps:
JORDAHL® Ankerschienen JTA

2. Typen-, Chargen- oder Seriennummer oder ein anderes Kennzeichen zur 
Identifikation des Bauprodukts gemäß Artikel 11 Absatz 4:
JORDAHL® Ankerschienen JTA – Siehe ETA-09 / 0338, Anhang A1, A2, A4 und A5

3. Vom Hersteller vorgesehener Verwendungszweck oder vorgesehene 
Verwendungszwecke des Bauprodukts gemäß der anwendbaren harmonisierten 
technischen Spezifikation:

4. Name, eingetragener Handelsname oder eingetragene Marke und Kontakt-
anschrift des Herstellers gemäß Artikel 11 Absatz 5:
JORDAHL GmbH, Nobelstraße 51, 12057 Berlin, Deutschland

5. Gegebenenfalls Name und Kontaktanschrift des Bevollmächtigten, der mit den 
Aufgaben gemäß Artikel 12 Absatz 2 beauftragt ist: –

6. System oder Systeme zur Bewertung und Überprüfung der Leistungsbeständigkeit 
des Bauprodukts gemäß Anhang V:
System 1

7. Im Falle der Leistungserklärung, die ein Bauprodukt betrifft, das von einer 
harmonisierten Norm erfasst wird: –

8. Im Falle der Leistungserklärung, die ein Bauprodukt betrifft, für das eine 
Europäische Technische Bewertung ausgestellt worden ist:
Das Deutsche Institut für Bautechnik (DIBt) hat die ETA-09 / 0338 auf Basis der
EAD 330008-02-0601 ausgestellt. Die notifizierte Produktzertifizierungsstelle 
2451 hat nach dem System 1 vorgenommen:
(i) Feststellung des Produkttyps anhand einer Typprüfung (einschließlich 

Probenahme), einer Typberechnung, von Werttabellen oder Unterlagen zur 
Produktbeschreibung 

(ii) Erstinspektion des Werks und der werkseigenen Produktions kontrolle
(iii) Laufende Überwachung, Bewertung und Evaluierung der werks eigenen 

Produktionskontrolle und das Konformitätszertifikat  
2451-CPR-EAD-2018.0001.001  ausgestellt.

DOP-JTA-0118

Verwendungszweck

Einbetonierte, C-förmige, warmgewalzte oder kaltverformte 
Ankerschienen mit ≥ 2 Anker, die auf dem Profilrücken 
befestigt werden. Kombiniert werden die Schienen mit 
Hammerkopf oder Hakenkopf Spezialschrauben und 
Doppel kerbzahnschrauben

Produktgrößen
(Schienen und zuge-
hörige Schrauben)

K28 / 15 mit JD / JUD M6-M12 · K38 / 17 mit JH / JUH 
M10-M16 · K40 / 25, W40 / 22 und W40+ mit JC M10-M16 · 
W40/22 und W40+ mit JKC M16-M20 · K50 / 30, W50 / 30, 
W50+, K53 / 34, W53 / 34 mit JB M10-M20 · W50/30, W50+ 
und W53/34 mit JKB M16-M20 · W55 / 42 mit JB / JE M16-
M24 · K72 / 48, W72 / 48 mit JA M20-M30

Untergrund Beton C12 / 15 bis C90 / 105 gemäß EN 206-1:2000-12

Untergrundbeschaf-
fenheit

Gerissener und ungerissener Beton

Ankerschienen-
material / Schrauben-
material und zuge-
hörige Verwendung

Feuerverzinkter / galvanisch verzinkter Stahl für trockene 
Innenräume · Feuerverzinkter / galvanisch verzinkter Stahl 
oder spezielle Verzinkung · auch für feuchte Innenräume ·  
Nichtrostender Stahl / nichtrostender Stahl auch für 
mittlere Korrosionsbelastung · Hochkorrosionsbeständiger 
Stahl / Hochkorrosionsbeständiger Stahl · auch für hohe 
Korrosionsbelastung

Lasteinwirkungen
Statische- und quasi-statische Zug- und Querzuglasten 
rechtwinklig zur Schienenlängsachse, Brandbelastung, 
Ermüdungswirksame Einwirkungen

Wenn gemäß den Artikeln 37 oder 38 die Spezifische Technische Dokumentation 
verwendet wurde, die Anforderungen, die das Produkt erfüllt: –

10. Die Leistung des Produkts gemäß den Nummern 1 und 2 entspricht der 
erklärten Leistung nach Nummer 9.

Verantwortlich für die Erstellung dieser Leistungserklärung ist allein der Hersteller 
 gemäß Nummer 4. Unterzeichnet für den Hersteller und im Namen des Herstellers von:

9. Erklärte Leistung

Grundwiderstände Bemessungsmethode Leistung siehe
Harmonisierte technische  
Spezifikation

Charakteristischer Zugwiderstand

EOTA  TR 047/EOTA  TR 050

ETA-09 / 0338, Anhang C1-C3

EAD 330008-02-0601

Charakteristischer Querzugwiderstand ETA-09 / 0338, Anhang C4-C5

Min. Verankerungstiefe, Randabstände und Bauteildicke ETA-09 / 0338, Anhang B3

Min. Schraubenabstand und Drehmomente ETA-09 / 0338, Anhang B4

Brandbelastung ETA-09 / 0338, Anhang C6-C7

Ermüdungswirksame Einwirkungen ETA-09 / 0338, Anhang C8-C9

Michael Pantelmann, Geschäftsführung
Berlin, 01.09.2018

i.V. Dipl.-Ing. (FH) Florian Julier, Technischer Leiter
Berlin, 01.09.2018
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Seite 5 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 6 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 8 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 9 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 14 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 15 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 19 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 20 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 21 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 22 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 23 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 24 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 25 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 26 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Seite 27 der Europäischen Technischen Bewertung 
ETA-09/0338 vom 18. Juni 2018 

 Z40699.18 8.06.01-766/13 
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Declaration of Performance
JORDAHL® Anchor Channels JTA and T-bolts

1. Unique identification code of the product-type:
JORDAHL® anchor channel JTA

2. Type, batch or serial number or any other element allowing identification of the 
construction product as required pursuant to Article 11(4):
JORDAHL® anchor channel JTA – See ETA-09 / 0338, Annex A1, A2, A4 and A5

3. Intended use or uses of the construction product, in accordance with the 
applicable harmonized technical specification, as foreseen by the manufacturer:

4. Name, registered trade name or registered trade mark and contact address of the 
manufacturer as required pursuant to Article 11(5):
JORDAHL GmbH, Nobelstraße 51, 12057 Berlin, Germany

5. Where applicable, name and contact address of the authorized representative 
whose mandate covers the tasks specified in Article 12(2): –

6. System or systems of assessment and verification of constancy of performance of 
the construction product as set out in Annex V:
System 1

7. In case of the declaration of performance concerning a construction product 
covered by a harmonised standard: –

8. In case of the declaration of performance concerning a construction product for 
which a European Technical Assessment has been issued:
Deutsches Institut für Bautechnik (DIBt) issued ETA-09 / 0338 on the basis of  
EAD 330008-02-0601, the notified body 2451 performed under system 1
(i) Determination of the product type on the basis of type testing (including 

sampling), type calculation, tabulated values or descriptive documentation 
of the product · 

(ii)  Initial inspection of the manufacturing plant and of factory production 
control;

(iii) Continuous surveillance, assessment and evaluation of factory production 
control and issued certificate of conformity 2451-CPR-EAD-2018.0001.001.

DOP-JTA-0118

Generic type  
and use

Cast-in, C-shaped, hot-rolled or cold-formed  anchor  
channel with ≥ 2 metal anchors fixed on the profile  
back in combination with hammer-head or hook-head 
special T-bolts and double-notch toothed channel bolt

Product size covered
(anchor channels 
and corresponding 
screws)

K28 / 15 with JD / JUD M6-M12 · K38 / 17 with JH / JUH 
M10-M16 · K40 / 25, W40 / 22 and W40+ with JC M10-
M16 · W40/22 and W40+ with JKC M16-M20 · K50 / 30, 
W50 / 30, W50+, K53 / 34, W53 / 34 with JB M10-M20 
· W50/30, W50+ and W53/34 with JKB M16-M20 · W55 
/ 42 with JB / JE M16-M24 · K72 / 48, W72 / 48  with JA 
M20-M30

Base material / base 
material strength

Concrete C12 / 15 to C90 / 105 according EN 206-1:2000-12

Base material 
condition

Cracked and non cracked concrete

Anchor channel 
material /  
T-bolt material
& corresponding use

Hot-dip galv. steel / electroplated steel for dry internal  
conditions · Hot-dip galv. steel / hot-dip galv. steel or 
special coating · also for internal conditions with usual 
humidity · Stainless steel / stainless steel · also for medium 
corrosion exposure · High corrosion resistant steel / high 
corrosion resistant steel · also for high corrosion exposure

Loading
Static & quasi static tension and shear loads perpendicular 
to the longitudinal channel axis, fire exposure, fatigue 
loads

Where pursuant to Article 37 or 38 in the Specific Technical Documentation has been 
used, the requirements with which the product complies: –

10. The performance of the product identified in points 1 and 2 is in conformity 
with the declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the manu-
facturer identified in point 4. Signed for and on behalf of the manufacturer by:

9. Declared performance

Essential Characteristics Design Method Performance Harmonized Technical Specification

Characteristic resistance for tension

EOTA  TR 047/EOTA  TR 050

ETA-09 / 0338, annex C1-C3

EAD 330008-02-0601

Characteristic resistance for shear ETA-09 / 0338, annex C4-C5

minimum anchorage depth, minimum edge distance 
and minimum member thickness 

ETA-09 / 0338, annex B3

minimum spacing and setting torque of screws ETA-09 / 0338, annex B4

Fire exposure ETA-09 / 0338, annex C6-C7

Fatigue loading ETA-09 / 0338, annex C8-C9

Michael Pantelmann, Executive Board
Berlin, 01.09.2018

i.V. Dipl.-Ing. (FH) Florian Julier, Director Productmanagement & Application Engineering 
Berlin, 01.09.2018

Information CPR EN   Florian Julier                                                                                   Page 1 of 1
  27.06.13
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Page 5 of European Technical Assessment 
ETA-09/0338 of 18 June 2018 
 
English translation prepared by DIBt 

 Z29532.18 8.06.01-766/13 
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Page 6 of European Technical Assessment 
ETA-09/0338 of 18 June 2018 
 
English translation prepared by DIBt 

 Z29532.18 8.06.01-766/13 
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Page 8 of European Technical Assessment 
ETA-09/0338 of 18 June 2018 
 
English translation prepared by DIBt 

 Z29532.18 8.06.01-766/13 
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Page 9 of European Technical Assessment 
ETA-09/0338 of 18 June 2018 
 
English translation prepared by DIBt 

 Z29532.18 8.06.01-766/13 



w
w

w
.jo

rd
ah

l-g
ro

up
.c

om
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JORDAHL GmbH
Nobelstr. 51
12057 Berlin

Tel + 49 30 68283-02
Fax + 49 30 68283-497

www.jordahl.de
info@jordahl.de


